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Description

Compensation file (the term “calibration” is also sometimes used) is a file provided with each new sensor. This file contains information used by the software to correct CCD defaults and make the photo-response uniform.

The compensation file contains the coordinates of defective pixels.

Each defective pixel is interpolated from neighbouring pixels

A mask (a picture), which is called after image acquisition, is created.

This mask is added to the radiological acquisition in order to interpolate the defective pixels improving the final picture.

However this mask cannot improve time exposition time of your generator. If you use an exposition time which is not suitable, the quality of X radio will not be correct.

CAUTION : Each sensor is unique, so a compensation for an A sensor cannot be used for a B sensor:

The compensation includes from 3 to 5 files.

INGXUSB.INI or INGX.INI  > Setting files of the USB or PCI box

DSPR.BMP

DSX730.MSK

DSPRNB.BMP
DSX730NB.MSK
The sensor cannot operate without those files

The compensation of sensor is realized in OWANDY’s services by specialized technicians.

The compensation takes into account the sensitivity of the sensor and the call box. If you replace the sensor or the box by a another one, you must make a new compensation realized.
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A Compensation operation generates :

	For PCI :

3 Files

INGX.INI ; DSPR.BMP ; DSX730.MSK

	For USB 3 Evolution , Upix

5 Files

INGXUSB.INI ; DSPR.BMP ; DSX730.MSK ; DSX730NB.MSK

	For  USB 3 :

3 Files

INGXUSB.INI ; DSPR.BMP ; DSX730.MSK


In INI file, the PIX_offset line is the parameter that has to be modified to change the threshold acquisition (Value max 30)
According to the Windows version , these files are located in :

C:\windows\system 
     ( 
For WINDOWS 98 Se & Me

C:\windows\system32      (
         For WINDOWS XP & 2000  

Use the software provided with the OSP to install the files (calibre.exe).
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Non Uniformity of pixels sensitivity





Defectives pixels and columns
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